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U.S. Patent 6,417,950 to Cathey, Jr., "Three-Color Imaging 
on Each Pixel for Increased Resolution, " describes apparatus 
for increasing color resolution and quality in digital imaging 
systems which temporarily modulates red, green, and blue light, 
detects all three colors at each pixel, and band pass filters 
the detected light to extract values for red, green, and blue. 

U.S. Patent 6,359,323 to Eom et al . , "Color Image Sensor 
and Method for Fabricating the Same," describes a method for 
fabricating a color image sensor. 

U.S. Patent 6,150,683 to Merrill et al . , "CMOS-Based Color 
Pixel with Reduced Noise in the Blue Signal," describes a CMOS 
based color pixel with reduced noise in the blue signal. 

U.S. Patent 6,137,100 to Fossum et al. , "CMOS Image Sensor 
with Different Pixel Sizes for Different Colors," describes an 
active pixel sensor with separated pixel areas each sensing a 
different primary color of red, green, or blue. 

U.S. Patent 5,999,279 to Kouzaki et al . , "Image Forming 
Apparatus Having an MTF Correction Unit," describes an image 
forming apparatus having an MTF correction unit. 
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U.S. Patent 5,962,906 to Liu, "Structure of a Color Sensor 
of a Diode," describes a color sensor which uses a color sensor 
layer having a number of color sensor areas which absorb and 
sense different colors of light. 

U.S. Patent 5,703,642 to Stevens, "Full Depletion Mode 
Clocking of Sol id- State Image Sensors for Improved MTF 
Performance, 11 describes a clocking methodology to improve the 
MTF, modulation transfer function. 
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